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IDENTIFICATION
PRODUCT NAME: Space Age WBF / WBBF
DESCRIPTION: Reflective Metalized Insulation
RECOMMENDED USE: Insulation/Condensation Barrier

MANUFACTURER
ISI BUILDING PRODUCTS
401 Truck Haven Road
East Peoria, IL  61611
866.698.6562 / www.isibp.com

HAZARD(S) IDENTIFICATION
WHMIS Classification: Exempt, not a controlled product.

OSHA Regulatory Status: This product has been 
classified in accordance with the hazard communication 
standard 29 CFR 1910.1200, this document contains all 
information required by the standard.

Adverse physicochemical, human health and 
environmental effects: None known.

INGREDIENTS
White Polyethylene MB
UV AO Polyethylene MB
Low-Density Polyethylene
Linear Low-Density Polyethylene
Coated Metalized Polyester Film

PHYSICAL DATA/
CHEMICAL CHARACTERISTICS 
WHITE POLYETHYLENE MB
Physical State: Solid 
Appearance: White film
Odor: Odorless 
Melting Point: > 194°F (90°C)
Solubility in Water: Insoluble

UV AO POLYETHYLENE MB 
Physical State: Solid 
Appearance: Clear
Odor: Odorless 
Melting Point: > 194°F (90°C) 
Solubility in Water: Insoluble

LOW-DENSITY POLYETHYLENE: 
Physical State: Solid 
Appearance: Clear 
Odor: Coated film with slight plastic odor 
Melting Point: 212°F to 284°F (100°C to 140°C) 
Solubility in Water: Insoluble

LINEAR LOW-DENSITY POLYETHYLENE:
Physical State: Solid 
Appearance: Clear 
Odor: Coated film with slight plastic odor 
Melting Point: 212°F to 284°F (100°C to 140°C) 
Solubility in Water: Insoluble

COATED METALIZED POLYESTER FILM: 
Physical State: Solid 
Appearance: Silver film
Odor: Odorless 
Density: 1.40g/ml 
Melting Point: 212°F to 257°F (100°C to 120°C) 
Thermal Conductivity: 3.4 x 10-4 cal.cm3 - sec. °C
Specific Heat: 1.34 KJ/Kg @ 25 Deg C (plain film) 
Heat of Combustion: 23.5 ml/Kg 
Solubility in Water: Insoluble

FIRE & EXPLOSION DATA
Flash Point: > 572°F (300°C)

Flammability Limits: 1 (Slight)

Extinguishing Media: Carbon dioxide or foam type fire 
extinguishers for small fires. Aqueous foam or water fog 
for large fires.

Fire Fighting Procedures: Remove all ignition sources. 
Use self-contained breathing apparatus and protective 
clothing. 

Unusual Fire and Explosion Hazards: None known 

REACTIVITY DATA
Stability: Stable up to 212°F (100°C)

Hazardous polymerization: Will not occur 

Conditions/hazards to avoid: Heat, sparks or flames, direct 
sunlight.

Materials to avoid: Avoid strong oxidizing agents, acids, 
and bases.

TOXICOLOGICAL & HEALTH DATA
Carcinogenicity: Not known to be carcinogenic
Reproductive effects: None known 
Mutagenic effects: None known 
Synergistic effects: None known 

Effects of exposure when:
Inhaled: N/A 
Skin contact: May cause dermatitis in sensitive individuals
Eyes: N/A 
Ingested: N/A 
Acute overexposure: None known
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DISCLAIMER: REASONABLE CARE HAS BEEN TAKEN IN THE PREPARATION OF THIS INFORMATION, BUT THE MANUFACTURER MAKES NO WARRANTY 
OF MERCHANTABILITY OR ANY OTHER WARRANTY, EXPRESSED OR IMPLIED, WITH RESPECT TO THIS INFORMATION. THE MANUFACTURER MAKES NO 
REPRESENTATIONS AND ASSUMES NO LIABILITY FOR ANY DIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES RESULTING FROM USE.

FIRST AID MEASURES
Eye: Solid or dust may cause irritation or corneal injury due 
to mechanical action

Skin: Generally non-irritating, consult with physician if 
irritation occurs

Skin Absorption: Unlikely due to physical properties

Ingestion: Not a likely route of exposure. Consult a physician 
if ingestion occurs

Systematic and Other Effects: Additives are encapsulated 
in product and not expected to be released under normal 
processing conditions.

DISPOSAL
Dispose as with any basically inert material, in accordance 
with State, Federal & Local regulations. 

SPECIAL PROTECTION INFORMATION
Ventilation/Local exhaust: Good general ventilation should 
be sufficient for most conditions (under 230°C). Local 
exhaust ventilation may be necessary for some operations. 
Ventilation/Mechanical (General): Not applicable 
Respiratory Protection: None likely to be needed. 
Precautions to be taken in handling/storing: No special 
hazards anticipated under conditions normally encountered 
in storage, handling, processing, use, or disposal. 


